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Customer : 

Address : 

 

Sample Information: 

Sample Name : Charging Cable（1# metal、2# plastic） 

Sample Description : 1#: Metal、2#: Plastic 

Model/P.O. No.           : MC23 

Item/Lot No. : / 

Material : / 

Buyer : / 

Supplier : / 

Manufacturer : / 

Received Date : Nov.05, 2018 

Test Period : Nov.05, 2018～Nov.09, 2018 

Test Requested : As specified by customer, to determine the PAHs content. 

 

Test Method: 

Test Item(s) Test Method Equipment 

PAHs AfPS GS 2014:01 PAK GC-MS 

Note(s): / 

Test Result(s): Please refer to the following page(s). 
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Test Result(s)： 

Test Item(s) MDL(mg/kg) 1#Result(s)*(mg/kg) 2#Result(s)*(mg/kg) 

Naphthalene 0.1 N.D. N.D. 

Acenaphthylene 0.1 N.D. N.D. 

Acenaphthene 0.1 N.D. N.D. 

Fluorene 0.1 N.D. N.D. 

Phenanthrene 0.1 N.D. N.D. 

Anthracene 0.1 N.D. N.D. 

Fluoranthene 0.1 N.D. N.D. 

Pyrene 0.1 N.D. N.D. 

Benzo（a）anthracene 0.1 N.D. N.D. 

Chrysene 0.1 N.D. N.D. 

Benzo(b)fluoranthene 0.1 N.D. N.D. 

Benzo(k)fluoranthene 0.1 N.D. N.D. 

Benzo(a)pyrene 0.1 N.D. N.D. 

Indeno(1,2,3-cd)pyrene 0.1 N.D. N.D. 

Dibenzo(a,h)anthracene 0.1 N.D. N.D. 

Benzo(g,h,i)perylene 0.1 N.D. N.D. 

Benzene(j)fluoranthene 0.1 N.D. N.D. 

Benzo(e)pyrene 0.1 N.D. N.D. 

Remark: mg/kg=ppm=parts per million 

N.D.=Not Detected (<MDL); MDL=method detection limit 

*：According to customer’s requirements, the testing is based on mixed samples while not on 

individual material, and the result is only for reference during inhouse quality control. 

Test Process: 

 

 

 

 

Add extraction reagent Extracted by ultrasonic 
wave extractors 

Washing and transfer to 
volumetric flask 

Volumetric by reagent 

 

Tested by GC-MS 

Sample preparation, 
weigh 
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Photo of the sample  
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